Latt, liten, portabel, kompakt design
Hog effektivitet till 18g kostnad
Anvandarvanlig

220/240V Enfas med jordkabel
Kranvatten for kylning av elektroden
For alla typer av méassingselektroder
Fungerar enkelt p& stora arbetsstycken

Avlagsnar gangtappen utan att forstéra gangan
Automatisk matning med mattbestamt djup
0-100mm, 6verslagstimer, vridbart huvud,
automatisk avstangning vid angivet djup samt
retur till ursprungspositionen

Alarmerar vid angivet djup, éverslag och vid
6verhettning.
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B ANVANDNINGSOMRADEN

SMALL LARGE NON-VERTICAL
WORKPIECE WORKPIECE MACHINING

Submerge Build a pool on the Supply a flow
workpiece in workpiece surface water while
work tank. by using putty. machining.

Il BORTTAGNING AV TRASIG GANGTAPP Il FLEXIBELT ARBETSHUVUD
MAX. £30°

ELECTRODE REMOVING BROKEN
TAP PIECES

BROKEN TAP
OVERHEAD VIEW CROSS SECTION
B PRODUKTBESKRIVNING B DIMENSIONER
~ GENERATOR:
Weight: 17Kgs 86
170~190
Dimensions: 290X345X285 mm
MACHINE UNIT:
Weight: 6Kgs with magnetic stand ;% ©
Dimensions: 53X70X375 mm £ =
Electrode Holder : Max. ©6.5 mm
* All specifications & design are subject to change without notices.
Il STANDARD TILLBEHOR
1.Generator 5.Brass electrode bar
2.Machine unit @1.5mm x4PCS | 220 | 245
3.Chemical clay ©@2.0mm x2PCS
4.Chuck handle @2.5mm x2PCS
©@3.0mm x2PCS
©@4.0mmx1PC
@5.0mm x1PC
©6.0mm x1PC
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