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topas® plus – 
the high-performance wires for greater 

cutting performance and precision 



The high-quality topas® plus wire electrodes by  

Berkenhoff  are the benchmark by which cutting  

performance, process reliability, precision and  

surface quality are measured. 

topas® plus delivers tailor-made solutions for all common  

EDM machines. Both the type of  machine and your 

application are decisive in your choice of  the topas® plus  

wire that will deliver the best cutting result for your  

company. The reduction in the wire qualities you require 

is just one of  the benefits that may be achieved with  

the comprehensive performance profile of  these  

topas® plus electrodes.

We would be happy to assist you in choosing the 

topas® plus wire electrodes that are best suited to your 

requirements. Should you have any questions please 

contact your bedra specialist or get in touch directly 

with topasplus@bedra.com

Cutting performance 
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topas® plus G

topas® plus H
topas® plus S

topas® plus X
topas® plus D

broncocut® X
cobracut® D

Standard
zinc coated wire

Standard
brass wire

topas® plus
The new dimension in cost-
effectiveness and reliability
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core
material

coating
material

tensile
strength

elongation

topas®

plus S
CuZn36 special

layer
500 MPa >10%

Ø [mm] 0,25 0,30

spool / kg 
  bedra 8/8,0
  bedra 16/16,0

•
•

•
•

spool / kg 
  K250/25,0 • •

topas® plus S

core
material

coating
material

tensile
strength

elongation

topas®

plus H
CuZn36 special

layer
800 MPa >1%

core
material

coating
material

tensile
strength

elongation

topas®

plus G
CuZn36 special

layer
900 MPa 1%

Ø [mm] 0,20 0,25 0,30 0,33

spool / kg 
  bedra 8/8,0
  bedra 16/16,0

•
•

•
•

•
• •

spool / kg 
  K250/25,0
  K355/45,0

• •
•

•
•

•
•

spool / kg
  P5/5,0 
  P10/10,0
  P15/20,0

•
•
•

•
•
•

•
•
•

Ø [mm] 0,20 0,25

spool / kg 
  bedra 8/8,0
  bedra 16/16,0

•
•

•
•

spool / kg 
  K250/25,0 • •

topas® plus H

topas® plus G

topas® plus
range



core
material

coating
material

tensile
strength

elongation

topas®

plus X
Cu zinc rich 

brass, 
double layer

500 MPa 1%

Ø [mm] 0,25 0,30 0,33

spool / kg 
  bedra 8/8,0
  bedra 16/16,0

•
•

•
•

•
•

spool / kg 
  K250/25,0
  K355/45,0

•
•

•
•

•
•

spool / kg 
  P10/10,0
  P15/20,0

•
•

•
•

topas® plus X

core  
material

coating 
material

tensile
strength

elongation

topas®

plus D
CuZn20 zinc rich 

brass, 
double layer

800 MPa >1%

Ø [mm] 0,25 0,30 0,33

spool / kg 
  bedra 8/8,0
  bedra 16/16,0

•
•

•
• •

spool / kg 
  K250/25,0
  K355/45,0

•
•

•
•

•
•

spool / kg
  P5/5,0 
  P10/10,0
  P15/20,0

•
•
•

•
•
•

topas® plus D

More information  
is available at

www.bedra.com



A
p

p
lic

at
io

n 
re

co
m

m
en

d
at

io
n 

to
pa

s®
 p

lu
s 

G
to

pa
s®

 p
lu

s 
H

to
pa

s®
 p

lu
s 

S
to

pa
s®

 p
lu

s 
X

to
pa

s®
 p

lu
s 

D

G
en

er
al

S
p

ec
ia

l e
le

ct
ro

d
e 

th
at

 
co

m
b

in
es

 h
ig

h 
cu

tti
ng

 p
er

fo
r-

m
an

ce
 w

ith
 h

ig
he

st
 p

re
ci

si
on

U
ni

ve
rs

al
 e

le
ct

ro
d

e 
fo

r 
ve

ry
 c

os
t-

ef
fe

ct
iv

e 
er

os
io

n 
p

ro
ce

ss
es

S
p

ec
ia

l e
le

ct
ro

d
e 

fo
r 

ef
fic

ie
nt

ly
 

cu
tti

ng
 ta

p
er

ed
 w

or
k 

p
ie

ce
s

H
ig

h-
sp

ee
d

 c
ut

tin
g

 e
le

ct
ro

d
e,

 
fu

rt
he

r 
d

ev
el

op
m

en
t o

f 
b

ro
nc

oc
ut

 X

H
ig

h-
sp

ee
d

 c
ut

tin
g

 e
le

ct
ro

d
e,

 
fu

rt
he

r 
d

ev
el

op
m

en
t o

f 
co

b
ra

cu
t D

 

D
ev

el
op

ed
 fo

r u
se

 w
ith

: 
A

g
ie

 m
ac

hi
ne

s 
 

(w
at

er
 a

nd
 o

il 
b

at
h)

 
M

ac
hi

ne
s 

b
y 

al
l l

ea
d

in
g

 
m

an
uf

ac
tu

re
rs

   
M

ac
hi

ne
s 

b
y 

al
l m

an
uf

ac
tu

re
rs

 
C

ha
rm

ill
es

 m
ac

hi
ne

s
A

g
ie

 a
nd

 J
ap

an
es

e 
m

ac
hi

ne
s

C
ut

tin
g 

pe
rf

or
m

an
ce

 
vs

. b
ra

ss
 w

ire
H

ig
h 

cu
tti

ng
 p

er
fo

rm
an

ce
(1

10
 %

)
H

ig
h 

cu
tti

ng
 p

er
fo

rm
an

ce
  

(1
20

 %
)

H
ig

h 
cu

tti
ng

 p
er

fo
rm

an
ce

(1
20

 %
)

H
ig

he
st

 c
ut

tin
g

 p
er

fo
rm

an
ce

(1
35

 %
)

H
ig

he
st

 c
ut

tin
g

 p
er

fo
rm

an
ce

(1
35

 %
)

Su
rf

ac
e 

qu
al

ity
 / 

pr
ec

is
io

n 
• 

 O
il 

b
at

h:
 u

p
 to

 R
a 

0.
05

 µ
m

 
W

at
er

 b
at

h:
 u

p
 to

 R
a 

0.
12

 µ
m

• 
 O

ut
st

an
d

in
g

 p
re

ci
si

on
 in

 
co

nt
ou

r 
an

d
 p

ar
al

le
lis

m

• 
U

p
 to

 R
a 

0.
30

 µ
m

• 
Ve

ry
 h

ig
h 

p
re

ci
si

on
 

• 
U

p
 to

 R
a 

0.
30

 µ
m

• 
Ve

ry
 h

ig
h 

p
re

ci
si

on
 

• 
U

p
 to

 R
a 

0.
30

 µ
m

• 
Ve

ry
 h

ig
h 

p
re

ci
si

on
 

• 
U

p
 to

 R
a 

0.
4 

µm

• 
Ve

ry
 h

ig
h 

p
re

ci
si

on
  

A
ut

om
at

ic
 th

re
ad

in
g

Ve
ry

 g
oo

d
Ve

ry
 g

oo
d

Li
m

ite
d

 s
ui

ta
b

ili
ty

Ve
ry

 g
oo

d
G

oo
d

Te
ch

no
lo

gy
 re

co
m

m
en

da
tio

n
E

xc
el

le
nt

 fo
r 

us
in

g
 w

ith
  

O
E

M
 te

ch
no

lo
g

ie
s 

fo
r 

A
 w

ire
• 

 O
E

M
 te

ch
no

lo
g

ie
s 

on
  

A
g

ie
 m

ac
hi

ne
s 

av
ai

la
b

le

• 
 U

ni
ve

rs
al

ly
 a

p
p

lic
ab

le
 w

ith
 

b
ra

ss
 w

ire
 te

ch
no

lo
g

ie
s

G
oo

d
 fo

r 
us

in
g

 w
ith

  
te

ch
no

lo
g

ie
s 

fo
r 

so
ft 

b
ra

ss
 w

ire
 

E
xc

el
le

nt
 fo

r 
us

in
g

 w
ith

 O
E

M
 

te
ch

no
lo

g
ie

s 
fo

r 
X

 w
ire

G
oo

d
 fo

r 
us

in
g

 w
ith

 b
ra

ss
 w

ire
 

te
ch

no
lo

g
ie

s;
 b

y 
te

ch
no

lo
-

g
ic

al
 o

p
tim

iz
at

io
n 

en
or

m
ou

s 
p

ot
en

tia
l f

or
 in

cr
ea

si
ng

 c
ut

tin
g

 
p

er
fo

rm
an

ce
s



topas® plus
That´s how profit is made

topas® plus delivers many benefits compared to  

standard electrodes by other manufacturers: 

1.  High cutting rates along with an attractive  

price-performance ratio

2. Highest precision even when tasks are demanding

3.  High process stability, particularly in unfavourable 

flushing conditions

4.  An optimum topas® plus electrode is available for all 

applications

5.  Considerable time and cost savings may already be 

achieved with standard cutting technologies

6. Highest reliability due to the well-proven bedra quality

to
pas plus

patented

b
edra technolo

gyEdition 07/2014. The contents of  this 
brochure are protected by copyright. 
Copyright Berkenhoff  GmbH. Subject 
to technical modifications and errors.

Berkenhoff  GmbH
An der Landstraße
35745 Herborn
Germany

Phone +49 2772 5002 - 0
Fax +49 2772 5002 -155
info@bedra.com
www.bedra.com


